
(8051) (de51964)

EUROCARD TYPE C RIGHT-ANGLE PIN AND VERTICAL RECEPTACLE
ASSEMBLIES 

Right-Angle Pin Assemblies
Without Boardlocks

With Boardlocks

Vertical Receptacle Assemblies

Action Pin®

• 0.100" x 0.100" (2.54 x 2.54) Pin and Receptacle Connector Assemblies
• Meet DIN 41612 (Level II) and IEC 603-2 Requirements
• Type C Veritcal Assemblies Feature Solderless, Press-Fit Action Pin®

• Voltage Rating: 250VAC
• Dielectric Rating: 1000VAC
• Temperature Rating: -55°C to +125°C
• UL Recognized, CSA Certified

Type C right-angle pin assemblies feature brass solder posts with or without brass boardlocks. Easily installed with seating tools,
ordered separately. Flame retardant, grey polyester polarized housings, rated UL94V-0. Intermateable with type R assemblies,
ordered separately click here. 

TYPE C RIGHT-ANGLE PIN ASSEMBLIES, SOLDER POST
STANDARD DIN SIZE
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Type Positions Post Lgth. Dim. A Stock No. 

650473-5† 96 0.104" 3.7" 93F5044 

650913-5* 96 0.104" 3.7" 93F5045 

650947-5 96 0.130" 3.7" 93F5046 

650945-5 64 0.104" 3.7" 93F5047 

650951-5 64 0.130" 3.7" 93F5048 

HALF DIN SIZE 
Type Positions Post Lgth. Dim. A Stock No. 

650478-5 48 0.104" 2.1" 93F5049 

VERTICAL RECEPTACLE ASSEMBLIES WITH 0.012'' x 0.024'' ACTION PIN ® FOR PC BOARD THICKNESSES 0.062''
AND ABOVE 

STANDARD DIN SIZE 

Type Positions Post Lgth. Dim. A Stock No. 

535032-4 96 0.190" 3.7" 93F5058 

VERTICAL RECEPTACLE ASSEMBLIES WITH 0.025'' SQUARE ACTION PIN ® FOR PC BOARD THICKNESSES 0.093''
AND ABOVE 

STANDARD DIN SIZE 
Type Positions Post Lgth. Dim. A Stock No. 

215912-4 96 0.512" 3.7" 93F5064 

215614-4 96 0.669" 3.7" 93F5066 

1-215614-4 96 0.669" 3.7" 93F5067 
* With Boardlocks. † Compatible with FUTUREBUS, VMEbus, Intel MULTIBUS (II), NUBUS applications.
‡Price column quantities vary from above; call Newark. 
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